
Pusher plate side  003PD048 – ADU-0030

        48T Plates kit for STM clutches

Plate kit specification 

ELEM QT. CODE DESCRIPTION 

1 9 003MG022 Sintered clutch plate 48T 
2.5mm 

2 8 031MG003 Steel plate 1.5mm 

3 1 031MG004 Steel plate 2mm 
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Engine side 

GENERAL SAFETY REGULATIONS 

- IN THIS SHEET ARE REPORTED THE DIRECTIONS TO PERFORM CORRECTLY THE DISCS 
ASSEMBLY OPERTIONS. 
- STM RESERVES THE RIGHT, WITHOUT NOTICE, TO INTRODUCE ANY TECHNICAL CHANGE 
WHENEVER DEEMED IT TO BE NECESSARY TO IMPROVE FUNCTION AND QUALITY OF THE 
PRODUCTS. 
- ASSEMBLY OPERATIONS MUST BE PERFORMED BY A SKILLED TECHNICIAN AND MUST BE 
SCRUPULOUSLY OBSERVED. 
- BEFORE MOUNTING THE CLUTCH MAKE A COMPLETE INSPECTION OF THE MOTORBIKE 
COMPONENTS, IN ORDER TO VERIFY THE POSSIBLE PRESENCE OF FAULTS OR ANOMALIES 
ON THE VEHICLE. 
- MAKE SURE THAT THERE ARE NO MISSING/DAMAGED PARTS IN THE CLUTCH KIT OR DISCS.
- SOME PARTS OF THE CLUTCH AND ITS COMPONENTS CAN HAVE SHARP SURFACE: HANDLE 
WITH CARE. 
- SOME COMPONENTS OF THE CLUTCH, BECAUSE OF THEIR SMALL DIMENSIONS CAN BE 
SWALLOWED: KEEP AWAY FROM CHILDREN. 
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